
 
 
 

CLPKTHD 01202023 

 

 

The CLPKTHD Series is the high-performance closer for hold-open pocketed applications. 

Used in combination with Syntégra’s EDH Series hold open magnets, the CLPKTHD 

disappears from view when the doors are held open in the wall pocket. Certified to 2+ million 

cycles, the CLPKTHD closer represents the latest in door control technology.        

Features/Options 

 90⁰ and 180⁰ swing – non-handed 

 Extra power for doors in excess of 260 lbs. 

 High-Performance Hydraulic Fluid 

 Forged steel main arm hub 

 Finish – 689 Aluminum standard, contact factory for options 

 Sweep/ latching valves accessible after installation 

 Cushioned stop adjustable between 80⁰-130⁰ 

Certifications 

 ANSI/BHMA A156.4 Grade 1 certified 

 Meets UL10C – U.L. and C.U.L. listed 
 

CLPKTHD90 – 90⁰ Pocket Closer (Double-Lever) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

           Door Closers – CLPKTHD Series Pocket Closer 

Maximum Opening 90⁰ 

Approx. Backcheck 80⁰-90⁰ 

Min. Door Width 24” 

Max. Door Width 51” 
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CLPKTHD180 – 180⁰ Pocket Closer (Double-Lever) 

 
 

 

 

Maximum Opening 180⁰ 

Approx. Backcheck 120⁰-180⁰ 

Min. Door Width 24” 

Max. Door Width 51” 


